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DWG.NO. i L 512 29 15 T Model
; apped hole M8 ode -
T . . 2 W depth-12) {0h0les) F'esnfiquration || Vertically Articulated
This drawing is applicable with following type L'g g — 5 9 2,0 Degree of Freedom T
Type Note Comector Detalls f=r— N i i ] oo Payload 20kg
YR-SIA020D-A11 | Drip proof specificastion with water proof flange. «DX100 : — ”ii‘ G Repefitve Positioning Accuracy* ! £0.1mm
YR-SIA020F -A11 | Drip proof specificastion with water proof flange.«FS100 S1-2 S —i—f T — |5 S—axis 2180° - 1180°
/—E:\ | | J"‘] o L-axis -110° - +110°
I Lo =) R E-axi -170° - +170°
. ; roor H — ange axis
s Air1(Red) | | \Air Tube (2 tU.bm . of [U-axis ~130° = +130°
The drip-proof specification has a hole on its wrist flange to N Air2 (Blue) lovtside dia.bmn, inside dia."4nn) 8 o Motion [ R-gxis ~180° = +180°
pass cables as with the standard specification.When mounting - O B B-axi “110° - +110°
equipment such as attachment, perform drip-proof treatment on 910 (@) .01 (depth:10) (Oholes) axis -
the flange surface. < 0 pth- T-axis -180° - +180
The optional waterproof wrist flange is available. 390 S-axis 2.27rad/s (130° /s)
<NOTE> The connectors for internal user [/0 wiring harness are - -
not drip-proofed; depending on the ambient conditions, perform View- B(SC M E: 1/3) L-axis 2.27rad/s (130° /s)

E-axis 2.97rad/s (170° /s)

A 7 -Doi T
drip-proof treatment after connecting the wiring harness. (E.g, /00 P pO int #‘
]

treating the connections with water-proof tape, or connectin Qo . maximum envelope Maximum - -
the wir?ng harness inside the drip-pr%of box.g) i N P-point 80 _, , 85.5 g Speed U-axis 2.97rad/s (170° /s)
N R-axis 3.49rad/s (200" /s)
Base Arm o o / B-axis 3.49rad/s (200° /s)
P | T-axis 6.98rad/s (400° /s)
Internal user 1/0 wiring harness:0.Inn2) 1Bwires Hlonable R-axis 58.8N+m (6kgf *m)
é —‘g Voment |B=9%iS 58.8N+m (Bkgf *m)
¢ %81—1 o T-axis 29.4N+m (3kgf *m)
i ] g Alowable | R=axis 4.0kg - m2
° . ) Inertia | B-axis 4.0kgem?
— S) ) N 104 98 g
0 % B > o) (60°/4) [ T-axis 2.0kg - m2
1 Ex S1-2 Mass 120kg
ié . N o =1-=» Temperature 0 to 40°C
.. . N ~ idi 20 to 80%RH
Connectors for Internal user [/0 wiring harness Sk . bt Humidity ] st femperature
Connector for interndl user 170 wiring harness S: o ol Conditions. Moration aceerationf| 4.9m /52 (0.50) or less
JL05-2A20-29PC (Pin connector with a cap) ~ | g 0 o 'Fgﬁeemiggfggve gos or liquid,
Prepare socket connector: JL05-6A20-29SC o S|} frm emosie to wlerglr dst
Air et Air] 6 2, 120 | 109.5 Free fron excessive dectrical noise (plosnal
Ir Inlet. Alr N O - Power  |DX100 2.0 kVA
AN ° .
Tapped hole PT3/8 Capacity [FS100 1.5 KVA
with a pipe plug SI units are used in this table.
— - 10,015 However,gravitational unit is used in ().
Air inlet:Air2 v 8dia. 0" “hole *!: Conformed to 1509283
/Topped hole PT3/8 _ o (2holes) 340
with a pipe plug 2 .
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